
NO SCALE

AB

FG

SECTION A-A

MAINTENANCE VEHICLE PULLOUT

PLAN

A

A

CONFORM

CLASS 2 AB

HMA

HMA

ES

ES

ETW EP

FL

SECTION

POINTS OF MEASUREMENT

POINT OF MEASUREMENT

DIKE

POINT OF MEASUREMENT

SLOPE 
UP

LEVEL
SLOPE DOWN

CURB

PAVED DITCH

EARTH DITCH

POINT OF MEASUREMENT

Shld

SW, Shld, OR

PAVED STRIP

TRAVELED WAY

TRAVELED WAY

PLANS APPROVAL DATE

LICENSED LANDSCAPE ARCHITECT

COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET TOTAL

SHEETS
Dist

No.

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

LANDSCAPE DETAILS

CONFORM

Signature

Date

T
T
E
C

H
I

ARC

CAPEDSANL

SE
D

E
N

C
L
I

Renewal Date

9
5

9
3

 a
ra

rreF .V le
a

h
c
i

M

9-30-17

All Rights Reserved

c 2017 California Department of Transportation

TO ACCOMPANY PLANS DATED                

REVISED STANDARD PLAN RSP H9

2
0
1
5
 

R
E

V
I
S

E
D
 

S
T

A
N

D
A

R
D
 

P
L

A
N
 

R
S

P
 

H
9

July 21, 2017

DATED OCTOBER 30, 2015 - PAGE 238 OF THE STANDARD PLANS BOOK DATED 2015.

RSP H9 DATED JULY 21, 2017 SUPERSEDES STANDARD PLAN H9
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NOTES:

IRRIGATION TRENCH DETAIL

HP

SEE NOTE 3

OR PAVED SHOULDER

6’-0" Min TO CURB DIKE
SEE NOTE 2

FG

2" Min or Dia of largest pipe in trench.

1 ft minimum to back of sidewalk.

pipe and CNC bundles without stacking.

Width sufficent to allow snaking of

18" upstream of RCV

12" downstream of RCV

4.

3.

2.

1.

SEE NOTE 4

OR CNC BUNDLE

ELECTRICAL CONDUIT

IRRIGATION SUPPLY LINE,

20.0’

1
2
.
0
’

85.0’

20.0’

2.0’ Min

5-10-17

18" Min


